
 

 

Taylor County Snowmobile Bridge Project Bids Wanted 
 

Taylor County Forestry and Recreation Department is seeking bids to replace a snowmobile trail bridge 
spanning the Mink Creek in Section 11, T31N-R3E in the Town of Goodrich, Taylor County, WI. 
Bidder’s responsibilities will include design, construction, and installation of the new bridge, as well as 
removal and disposal of the existing bridge. The deadline for completion of the project will be February 
26th, 2027. 
Please use the attached bid sheet to submit bids in sealed envelope marked “Snowmobile Bridge Bid” in 
person or via mail to:  
 

 
Taylor County Forestry and Recreation Department 

224 S 2nd Street 
Medford, WI 54451 

 
 
Bids must be received no later than 3:00pm Thursday, September 3rd, 2026 to be considered. Public bid 
opening will occur at this time. Qualifying bids will be considered for award at 9:30am on Friday 
September 4th, 2026 at the Forestry and Recreation Committee meeting. Taylor County reserves the right 
to reject any and all bids. 
 
  
 
 
Alex Solawetz 
Forest Administrator 
Taylor County Forestry & Recreation 
224 S 2nd Street, Medford WI 54451 
(715) 785-8339 
 
 



 

 

Design and Build Snowmobile Bridge 
Mink Creek, Taylor County 
 
PART 1 – GENERAL 
 
1.01 SCOPE 
 
Remove and dispose of one existing snowmobile bridge, supports, and abutments. Design, furnish, and install (1) 
snowmobile bridge including piers and abutments in accordance with the requirements of the plans and 
specifications. These specifications shall be regarded as minimum standards for design and construction.  
 
1.02 RELATED REQUIRED WORK 
 
The Contractor shall be responsible for designing, constructing, delivering, unloading, and installing one (1) clear-
span snowmobile bridge and approach across the Mink Creek located in the SESW Section 11, T31N-R3E, Town of 
Goodrich, Taylor County, Wisconsin. The project includes, but is not limited to, providing construction blueprints, 
site preparation (including minor brushing or approved tree cutting), removal of existing structure, cleanup and 
supplying all labor, bridge materials and equipment necessary to complete this job to the satisfaction of the Taylor 
County Forestry and Recreation Department. 
 
1.03 UNIT PRICES 
 
Payment for “Design and Build Snowmobile Bridge” shall be compensation in full for all costs of the design, 
detailing, fabrication, delivery, construction and erection of the entire bridge, and removal and disposal of the 
existing bridge structure.   
 
1.04 REFERENCES 
 

A. State of Wisconsin Department of Transportation “Standard Specifications for Construction”, 
current edition  

B. AASHTO Standard Specifications for Highway Bridges – current edition 
C. AWPA Standards – current edition 
D. NFPA 1991 National Design Specifications for Wood Construction. 
E. WI DNR Bridge Guidelines for New and Replacement Snowmobile Bridges 

PUB-CF-005 https://dnr.wisconsin.gov/sites/default/files/topic/Aid/grants/CF0005.pdf  
 
PART 2 – Bridge Specifications 
 
2.01 SNOWMOBILE/WINTER ATV BRIDGE 
 

A. Bridge must comply with the Wisconsin DNR Bridge Guidelines for New and Replacement 
Snowmobile and All-Terrain Vehicle Bridges, PUB-CF-005 2017.  This document can be found at the 
following link: https://dnr.wisconsin.gov/sites/default/files/topic/Aid/grants/CF0005.pdf  

https://dnr.wisconsin.gov/sites/default/files/topic/Aid/grants/CF0005.pdf
https://dnr.wisconsin.gov/sites/default/files/topic/Aid/grants/CF0005.pdf


 

 

 
 

B. The bridge dimensions are listed below: 
1. Bridge dimensions: 

a. Span:  Total span for the bridge shall be approximately 50 feet in length. Bridge 
deck is expected to be at existing trail grade at each end. Bridge shall be a clear 
span design with bridge anchorage structures on both ends and no central support.  

b. Width: Width of usable bridge deck surface shall be a minimum of 12 feet measured 
from the inside faces of the railing.  

c. Bridge should be constructed on driven pilings or steel pans capable of supporting 
the structure with minimal subsidence, and abutments (steel, wood, concrete).  The 
center of the bridge must be elevated a minimum of 5 feet over the normal water 
level. 

d. Bridge Anchorage Structures: Design of bridge anchorage structure is responsibility 
of contractor.  

e. Total rail height shall measure at least 42” above deck surface and meet AASHTO 
requirements. 

 
C. Load capacity must be 25,000 lbs. See Wisconsin DNR Bridge Guidelines for more information on load 

requirements. 
 

D. All ground contact and below ground wood must be treated to a .60 minimum standard.   All non-
ground contact wood must be treated to a .40 minimum standard. 

 
E. Railing shall include a minimum 6” kick plate to assist grooming and retain snow on deck.  Top of kick 

plate shall be a minimum of 8” above deck surface.  Vertical pickets are not allowed.   
 

F. A wearable surface must be installed on the bridge deck that meets the guidelines found on page 4 of 
the Wisconsin DNR Bridge Guidelines for New and Replacement Snowmobile and All-Terrain Vehicle 
Bridges, PUB-CF-005 2017 

 
G. Hardware: 

1. All hardware (machine bolts, carriage bolts, drift pins, lag screws, dowels, rods, nails, spikes, 
washers, connectors, etc.) shall conform to WisDOT Section 507 

2. Unless a Dome Head Bolt or approved equal is used, all bolt heads or tightening nuts in 
contact with Structural Timber and lumber shall have a washer of sufficient thickness and 
bearing area to ensure a minimum deformation of the contacted surface when tightened to 
develop not more than the maximum allowable tensile stress of that bolt.  

3. Bolt heads or tightening nuts in contact with metal surfaces shall have a cut washer or 
approved equal placed between the bolt head or nut and the metal surface. 

 
 
 



 

 

PART 3 – SUBMITTALS 
 
3.01       SEALED PLAN 
 

A. A detailed representative bridge and abutment plan shall be included with the bid proposal. 
Bidder shall supply any additional details Taylor County deems necessary prior to award of 
contract.  A bridge and abutment plan, sealed by a professional engineer registered in the State 
of Wisconsin and experienced in bridge design, shall be submitted to Taylor County within 45 
days after award of contract.  The bridge plan shall include all details necessary for the 
construction of both substructure and superstructure. 

 
B. Contractor will provide Taylor County with certificates of contractors’ liability insurance coverage 

($1,000,000 minimum) and workers compensation insurance coverage ($500,000 minimum). 
 

C. Contractor will be provided with a copy of the DNR Chapter 30 Permit that will be obtained by 
Taylor County for this project and will be responsible for abiding by the conditions of the permit. 
This permit may require installation during frozen ground conditions to limit ground impact. 

 
 
Bidder is responsible for construction of approaches needed to match trail grade to bridge deck, including the 
seeding and the mulching of all areas disturbed by construction activity.   
 
Bidder is responsible for the removal and proper disposal of all construction debris including any remnants of 
the old bridge.  
 
Construction must be completed by February 26, 2027. 
 
 



KASPAREK AVE

D

Mink Creek Bridge Aerial Map

Legend

Snowmobile Trail 
Bridge LocationD

Mink Creek
Mink Creek

2025 Air Photo



 

 

Mink Creek Bridge Bid Proposal Form 
Bids due by Sept 3rd, 2026 at 3:00PM 
 
Date: ___________________ 
 
To: Taylor County Forestry and Recreation Department 
 224 S 2nd Street 
 Medford, WI 54451 
 
We, the undersigned, propose to supply all materials, remove and dispose of one (1) existing 
snowmobile/ATV bridge, and install one (1) snowmobile/ATV bridge. Contract must be completed by 
February 26, 2027 as specified in accordance with the general procedures and specifications for Taylor 
County for the sum of: 
 
$________________________. 
 
BREAKDOWN OF COSTS: 
 
Engineering: ______________________________________ 
 
Materials:  ________________________________________ 
 
Construction/Installation: ____________________________ 
 
Removal of existing bridge: __________________________                                                      
 
Other (please describe): ______________________________ 
 
 
 
The successful bidder understands that they are required to sign a contract and provide a performance 
bond or certified check to the Taylor County Forestry and Recreation Department within 15 days of 
receiving the contract. The bond amount shall be equal to 10% of the total contracted amount. Failure to 
sign and return the contract and/or furnish the performance bond within 15 days of receiving the contract 
may result in forfeiture of contract. 
 
Contractor also understands that they are required to send engineer approved plans to Taylor County 
within 45 days of notification of successful bid.  A professional engineer qualified in structural 
engineering must stamp these plans.  Taylor County will then send the engineered plans to the state for 
approval before work can begin. Failure to send engineered plans to Taylor County within 45 days will be 
considered a contract violation. This may result in termination of the contract and retention of 
performance bond for re-advertising and administration costs. 



 

 

 
 
 
 
 
 
Name of Company: ___________________________  
  
      Address: ___________________________   
   

        ___________________________ 
       
Telephone Number: ____________________________ 
 
Signature of authorized 
individual acting on  
behalf of above company: __________________________ 
 
 
NOTE: A detailed representative bridge and abutment plan shall be included with the bridge proposal. 
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